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TEATRO DI

SALA A

Auditorium

Seats: 180
Floor: cement

Light and sound control: edge of the gallery — DMX signal

Stage

House curtain: No

Wings: 10 - Black cloth 1 mx 5m
Back drop: 1-Blackcloth 5mx11m
Borders: 5-Blackcloth 1Tmx11m
Stage level: 0.10 m

Floor: dark wood

Width : 11.20 m

Depht : 12.40 m

Height: 4.50 m

Stage rake: 0 %

Grid: No

Trusses: Fixed - Width: m 4.50
Back stage

Width wall to wall: 11.20 m

Depht : 15.70 m

Height: 450 m

Electric Power: 60 Kw — 380 V — 50 Hertz
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Sala A: the gallery

Sala A: the stage

*

Sala B: the trusses ~ SalaB:the gallery



SALA B

Auditorium

Seating capacity:
Auditorium floor:

Light and sound control:

Stage

House curtain:

Wings: 10 - Black cloth 1 mx5m
Back drop: 1-Black cloth 5mx11m
Borders: 5-Blackcloth 1Tmx11m
Stage level: 0.10 m

Floor: dark wood

Width wall to wall: 11.20 m

Depht : 15.50 m

Height: 450 m

Stage rake: 0 %

Grid: No

Bars: fixed - Width: m 4.50
Back stage

Width wall to wall: 11.20 m

Depht : 13.00 m

Height: 4.95m

Electric Power:
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180 seats
cement
edge of the gallery

No

60 Kw — 380 V — 50 Hertz
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Dressing rooms: 2 single
2 for eight people each

Wardrobe: washing machine — clothes dryer - iron
Loading docks:
Unloading doors:
Width: 2.84 m
Height: 3.30 m

Teatro India: Foyer



